Form Approved

REPORT DOCUMENTATION PAGE form Approved

s dhic rEOOMING SUIGEN 'OF tAIY CCHECTION OF 1ATOIMATION 1y CITIMALEA 10 4verage ' NOUr DE! r21p0r1e. INCIUGING ThE LIMP (Or review ing INSTIUCIIONS, SEAFCAING E311TING Gata SOurce
JaTiering INO MANLINING the Sats Neeaged, N0 (CMDISLING 4NA FEview ng the COHECTION O! IN1ormaTION Seng camments reqarang this Durgen sslimate O any Other asoect Ot !ru-;
COHECTION Of INTOrMATION, |ACIVEING SUGQEILIONS 1OF 1EAUUING this DUrEEN. 10 WEIAINGION mesaduariers Services. Direciarate Jor intormation Operations and Repons, 1215 sefterson
Dawnt Mighway, Suite 1204, ArhAgIon, vA 122024302, ang to the Ottice & Management and Sugget. Prperwors Reouction Project (0704-0 1881, wasnington, DC 20503.
1. AGENCY USE ONLY (Leave bdlank) 2. REPORT DATE 3. REPORT TYPE AND DATES COVERED

. December, 1990 FINAL REPORT/7-1-87 to 11-30-90

S. FUNDING NUMBERS

- MASTZR COPY KEEP THIS COPY-TOR RTDRODUCTIAON. PURPOSTQ

4. TITLE AND SUBTITLE
STATISTICAL MODELS AND INFERENCE PROCEDURES FOR

STRUCTURAL AND MATERIALS RELIABILITY
DAAL 03-87-K-0101

6. AUTHOR(S)

J. S. Army Research Office
2. 0. Box 12211 ~-MA
Aro agL53.20-MA

esearch Triangle Park, NC 27709-2211

Q' J. D. Lynch, W. J. Padgett and S. D. Durham ; £y
© gL Lo
7. PERFORMING ORGANIZATION NAME(S) AND ADDRESS(ES) FORMIN ATION
: - B e
epartment of Statistics N ~ P
(N Deparcment of . y MAR 1513910 g
m University of South Carolina Y. B0
o Columbia, South Carolina 29208 bé,,,,‘gf
g
9. SPONSORING/MONITORING AGENCY NAME(S) AND ADDRESS(ES) 10. SPCNSOQRING / MONITORING
I AGENCY REPORT NUMBER

11, SUPPLEMENTARY NOTES
The view, opinions and/or findings contained in this report are those of the

author(s) and should not be comstrued as an official Department of the Arny
position, policv, or decision, unless so designated bv other documentacion.
123, DISTRIBUTION / AVAILABILITY STATEMENT 12b. DISTRIBUTION CODE

Approved for public release; distribution unlimited.

13. ABSTRACT (Maximum 200 worasj

The objectives of this project were to develop and understand probability and statistical models which

adequately describe the reliability of composite materials. Prerequisite to the study of fibrous composites was the
study of the failure characteristics of brittle fibers (e.g. carbon fibers) that are used in such composites. Thus, new
approaches to the reliability of structures with respect to their strength to withstand an environmental stress were
considered.
More specifically, it was shown that the probability distribution for the tensile strength of brittle fibers had
the IFR property and that it carried over to composites containing such fibers. A new probability distribution for
the strength of brittle materials was developed and its characteristics were studied. Some general stress-strength
models were also developed and applied to the failure of systems subject to cyclic loading. Involved in the failure of
composite materials was the development of new graphical and inferential statistical methods for estimating
mixtures of failure distributions or mixtures of hazard functions. The related problem of competing risks models
was also investigated. Techniques for statistical testing that the strengths of materials made by different
manufacturers (or at different times by a specific manufacturer) are the same were developed using statistical
process control ideas and sequential design and analysis methods. Finally, smooth nonparametric quantile
function estimators were studied. All of the results should prove useful in the assessment of materiais reliability.

15. NUMBER OF PAGES
10
16. PRICE CODE

14. SUBJECT TERMS
Stress-strength models; Fibrous composites; Tensile strength;

IFR distributions; Mixtures of distributions and hazards;
touncrol charts; Sequential design; Quantile estimates.

DTIC FILE COPY |

17. SECURITY CLASSIFICATION | 18. SECURITY CLASSIFICATION | 19. SECURITY CLASSIFICATIOR | 20. LIMITATION OF ABSTRACT
OF REPORT OF ABSTRACT
UNCLASSIFIED UNCLASSIFIED UNCLASSIFIED UL
Stancaro Form 298 (Rev. 2-39)

NSN 7540-01-280-5500

g ]_ 2 1 5 0 4 25,'50« by ANSI St 2398

FTRS




STATISTICAL MODELS AND INFERENCE PROCEDURES FOR
STRUCTURAL AND MATERTALS RELIABILITY

FINAL REPORT

James D. Lynch, William J. Padgett and Stephen D. Durham
Department of Statistics
University of South Carolina
Columbia, SC 29208

DECEMBER, 1950

U.S. ARMY RESEARCH OFFICE

CONTRACT OR GRANT NUMBER: DAAL 03-87-K-0101

UNIVERSITY OF SOUTH CAROLINA, COLUMBIA, SC

APPROVED FOR PUBLIC RELEASE;
DISTRIBUTION UNLIMITED.

Accesion For

NTIS CRA&I

DTIZ TAB 3
Unannounced I
Judtizevon
Dit bt

Avodabiity Codes

Dist

pl

_7 Avad and | or
Special

29685320 m A




THE VIEWS, OPINIONS, AND/OR FINDINGS CONTAINED IN THIS REPORT ARE THOSE OF THE
AUTHOR(S) AND SHOULD NOT BE CONSTRUED AS AN OFFICIAL DEPARTMENT OF THE ARMY
POSITION, POLICY, OR DECISION, UNLESS SO DESIGNATED BY OTHER DOCUMENTATION.



SUMMARY

The main objectives of this research project were to develop and fully
understand probability and statistical models which adequately describe the
failure of modern composite materials. Prerequisite to the study of fibrous
composites was the study of the failure characteristics of brittle fibers, such
as carbon fibers, that are used in such composites. Thus, new approaches to
the reliability of structures with respect to their strength to withstand some
kind of environmental stress were considered.

The following specific results were obtained: It was shown that the
probability distribution for the tensile strength of brittle fibers had the
increasing failure rate (IFR) property and that it carried over to the
composites containing such fibers. A theory was developed explaining this
phenomenon. A new probability distribution for the strength of brittle
materials was developed and its characteristics were studied. Some general
stress-strength models were also developed and applied to the problem of
fatigue failure of gun barrels, or to the failure of any system subject to
cyclic loading. These more realistic models lead to more managable statistical
estimation problems. Involved in the failure of composite materials was the
development of statistical methods for estimating mixtures of failure
distributions or mixtures of hazard functions. This study lead to new
graphical and inferential methods for determining the presence of different
types of flaws in materials causing failure under tensile load. The related
problem of competing risks models was also investigated in this context.
Techniques for statistical testing that the strengths of materials made by
different manufacturers or made at different times by a specific manufacturer
are the same were developed. These were obtained using statistical process
control ideas and sequential design and analysis methods. Finally, smooth
nonparametric quantile function estimators were studied with respect to optimal
selection of the smoothing parameter. All of these results should prove to be
useful in the assessment of the reliability of materials.




REPORT OF RESEARCH INVESTIGATIONS AND FINDINGS

A. STATEMENT OF THE PROBLEMS STUDIED

The main area of investigation in this research project concerned the
development and understanding of probabilistic and statistical models which
adequately describe the failure of materials. In particular, the probabilistic
and statistical modeling of strength of brittle fibers and composite materials
made from such fibers was one major area of investigation. The probability
distributions governing the failure of brittle fibers, and how the properties
of such distributions carried over into the composites containing such fibers
wvere studied extensively. Specifically, it was noticed that the probability
distribution for the tensile strength of brittle fibers had the property of
increasing failure rate (IFR). Also, it was found that fibrous composites
containing such fibers exhibited the same behavior. A theory was developed and
studied with which to explain this phenomenon.

Involved in the failure of composite materials was the development of
statistical methods for mixtures of failure distributions. This study lead to
newv graphical and inferential results for determining the presence of different
types of flaws in materials causing failure under tensile load, based on data
from strength tests. Therefore, the difficult general problem of estimation
and testing for arbitrary mixtures of probability distributions was studied. A
related problem is that of competing risks models which was also studied
briefly.

General "stress-strength" models were also considered and their properties
vere investigated. One definition of the reliability of a physical system, or
specimen of material, which is subjected to some kind of environmental "stress"
is the probability that 1its "strength" exceeds the applied stress. The
"strength" of the system, or specimen, depends on the material properties and
other factors. The system or specimen fails if, at some application of the
stress (or loading), the applied stress exceeds the intrinsic strength. During
testing it is of interest to be able to draw inferences about the reliability
of such a system or specimen. The testing of modern composite or ceramic
materials provide examples of such reliability estimation problems. Previous
stress-strength models either required parametric assumptions and observed
values of strength for estimation or were not conducive to convenient
estimation due to their form. Hence, more realistic models leading to more
manageable estimation problems were studied.

Another problem investigated was that of testing that the strengths of
materials made by different manufacturers or at different times by the same
manufacturer are the same. This problem was studied from a statistical process
control point of view and also from a sequential analysis approach (a
"regencrative sampling plan"}).

The smooth nonparametric estimation of quantiles of strength (or iifetime)
distributions was also considered. In particular, small percentiles of
strength distributions are important in design considerations, for example, the




determination of the A-basis and B-basis values for engineering purposes.
Kernel-type quantile estimators were studied with respect to their optimality
properties as compared with the wusual nonparametric estimators such as the
empirical percentiles, based on either right-censored or uncensored data.

B. SUMMARY OF MOST IMPORTANT RESULTS

Probability models for the strength of brittle materials, including
fibrous composites, were developed and their properties were investigated. A
different approach to the problem of estimating the strength distribution of
brittle fibers than ones previously in the 1literature was proposed in paper
number 1 in Section C of this report. The procedure assumed a Poisson flaw
model, but rather than presuming a particular functional form, it was assumed
that the probability distribution of strength had an increasing failure rate
(IFR). The maximum likelihood estimate of the fiber strength distribution was
obtained within the class of all IFR distributions, yielding a continuous
distribution estimate which provided a good fit to fiber tensile strength data,
typically fitting much better than the usual Weibull model (measures by root
mean squared error). The method was illustrated with data for two different
types of carbon fibers supplied by personnel at the U.S..Army Materials
Technology Laboratory in Watertown, Massachusetts. ;

In paper 2, a general model for the failure of fibrous composite materials
was described. It was shown to contain some of the well-known models in the
literature. The composite material was viewed as a coherent system of
independent identically distributed component strengths. Under the assumptions
that the applied load was redistributed "homotonically" to the unfailed
components upon the failure of a component and that the distributions of
component strengths were increasing failure rate on average (IFRA), it was
shown that the system, or composite, strength distribution was also IFRA.
Empirical evidence indicated that the stronger IFR property held. A simple
explanation was proposed for the IFR character of the strength distribution of
a fibrous composite by assuming an “"equalization of load principle.” An
example was given using carbon reinforced composite data to illustrate the IFR
fit as compared with that of the empirical, normal, and the Weibull
distributions.

Further developing the above idea in paper number 8, TP, orderings of

distributions and of survival functions were studied. It was Shown that the
first passage time of a Markov process with TP,-ordered transition
distributions has an increasing failure rate. Conditions were also given for

which mixtures of IFR distributions are also IFR. A formula was obtained for
the failure rate when the strength distribution was a function of both load and
strength. That formula, in conjunction with the TP,-ordering on the strength
survival functions and log-concavity of the strengt% and load variables, lead
to an increasing failure rate for the strength distribution. Two models based
on this theory were presented which explain the IFR character of the strength
distribution of fibrous composite materials observed in test data.

From a parametric viewpoint, a new probability distribution which
described the tensile strength of a single brittle fiber was developed in paper




4 and further studied in paper number 9. The new distribution was based on the
Griffith theory of brittle fracture and the statistical theory of extreme

values. This new "brittle fracture" (BF) distribution tended to fit
experimental tensile strength data for carbon fibers better than the usual
Weibull distribution and also had a sound physical basis. The methods of

maximum likelihood and linear least squares for estimating the parameters of
this new distribution were used and investigated by Monte Carlo simulation.
Some examples with carbon fiber strength data from the USAMTL and comparisons
with correspornding Weibull fits to the same data were discussed.

In the area of general "stress-strength" models, an approach in paper 3
assumed cumulative damage under Cramér’s "proportionate growth" model. (See
also papers 6 and 12.) This approach was applied to a model for critical crack
size estimation in the fatigue failure of gun barrels. A consistent discrete
estimate of the distribution of critical crack size was obtained using the
theory of mixtures of probability distributions. Estimates of mean barrel life
and other parameters are also available from the estimated critical crack size
distribution.

The analysis of mixtures of distributions and mixtures of hazard functions
wvas considered in papers 5 and 15. In 5, a strategy for analyzing mixed and
pooled exponential distributions was studied. It was shown that a linear plot
of the mean residual life on the failure rate characterized the mixture of two
exponentials. This plot was used to estimate the two components in the mixing
distribution with the two largest mixing proportions. The EM algorithm was
used with these as initial values to obtain the maximum likelihood estimators.
Gradient plots were used to see if a higher order fit was needed, and a
heuristic was given on how to use the gradient plots to identify components in
the higher order fit when this was the case. Graphs of an assignment function
were then used to determine if the data were from a mixed model or simply
pooled. 1In paper 15, a competing risk type of model, called the mixed hazards
model, was studied. That model differed from competing risks in the usual
sense in that the cause of failure could not be identified. Questions related
to the identifiability of the model and to the uniqueness and support size of
the maximum likelihood estimate of the mixing distribution were considered. A
dual maximization prob’em resulted in a bound for the discrepancy of the log-
likelihood from its maximum value.

The problem of inference for quantiles, or percentiles, was further
considered in papers 11, 13 and 17. The Nadaraya-type kernel quantile
estimator for complete samples and right-censored samples in 13 and 17,
respectively, were studied with respect to the optimal bandwidth selection
prOblemll/{EkyTi shown that the optimal bandwidth in both cases was of the
order n , where k was the order of the kernel, but with different
coefficients which depend on the kernel, the distribution, and the true
quantile. For second-order kernels _i&gZ), the optimal bandwidth (in a
probability sense) was of the order n , Wwhich differs markedly from the
optimal bandwidth in kernel density estimators. In paper 11, the problem of
detecting a shift of a percentile (usually downward) of a strength distribution
~in a process control setting was considered. Shevhart-type charts for lower
percentiles were developed based on samll samples. Lower and upper control
limits for "percentile charts” for Weibull (or extreme value) and lognormal (or




normal) distributions were presented which were obtained by Monte Carlo
simulations. Average run lengths of the Weibull percentile control charts were
discussed, and an application to the breaking stress of carbon fibers was
presented to illustrate the method.

In paper 7, the problem of choosing the "better" of two populations based
on sequential sampling was investigated. Observations were assumed to be taken
from one of the two populations. A randomized selection rule chooses the
populations according to some predetermined odds. The odds for choosing a
population the next time may be dependent on all the observations taken so far
from both populations. In 7, the odds were made for the randomized selection
rule in such a way that the number of observations from the "better" population
relative to the number of observations from the other population grew at
prescribed rates, typically of exponential order or faster. The rules included
randomized play-the-winner rules and randomized analogues of Robbins’ R rules.
Some Monte Carlo investigations were conducted to study these randomized
selection rules for moderate sample sizes.

Many other problems related to those mentioned above were investigated
successfully. The resulting publications and reports are in the complete
listing in Section C of this report.
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